
 

Philips
PAL adapter

F-Type

SWV4157W
Ensure a reliable connection

with this coaxial cable adapter
Depend on this adapter to provide you with a reliable audio/video connection between 
components.

Enjoy good picture quality
• Gold-plated connectors for better conductivity

Enjoy good audio quality
• High purity copper conductor for reliable signal transfer

Protects against signal loss
• Bare copper shielding

Easy installation
• Non-slip ergonomic grip for easy use
 



 Gold-plated connectors
Gold-plated connectors provide better conductivity 
by lowering contact resistance. They also prevent 
connector deterioration through oxidation.

High purity copper
This copper conductor provides high accuracy in 
signal transfer with minimal resistance.

Bare copper shielding
Bare copper shielding protects against signal loss.

Easy grip
This non-slip grip makes connecting your 
components easy and ergonomically comfortable.
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Packaging dimensions
• Packaging dimensions (W x H x D): 

9.5 x 11.5 x 1.5 cm
• Nett weight: .008 kg
• Gross weight: .018 kg
• Tare weight: .01 kg

Outer Carton
• Outer carton (L x W x H): 18.9 x 15 x 24.6 cm

• Nett weight: .288 kg
• Gross weight: 1.1 kg
• Tare weight: .812 kg

Inner Carton
• Inner carton (L x W x H): 13.3 x 5.7 x 10.2 cm
• Nett weight: .048 kg
• Gross weight: .136 kg
• Tare weight: .088 kg
•
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